
Paintball Gas Cylinders - Composite

 

P07A

P08F

P11D

P11E

P11F

P14A

P17C

Sales
Part
Number

DOT E 10915

DOT E 9634

DOT E 10915

DOT E 10915

DOT E 10915

DOT E 10915

DOT E 10915

DOT
Exemptionpsi

4500

3000

4500

4500

4500

4500

4500

bar)

310

207

310

310

310

310

310

Service
Pressure

cu ft

7.0

8.0

11.0

11.0

11.0

14.0

17.0

liters

198

226

311

311

311

393

481

Capacity

in

3.65

3.95

4.59

4.05

4.05

4.59

4.57

mm

93

100

117

103

103

117

116

Outside
Diameter

in

8.00

9.10

8.02

9.82

9.25

9.70

11.50

mm

203

231

204

249

235

264

292

Overall
Length

lbs

1.6

2.0

2.5

2.8

2.2

2.8

3.2

kg

0.7

0.9

1.1

1.3

1.0

1.3

1.5

Empty
Weight

cu in

45

68

70

70

68

91

110

liters

0.7

1.1

1.1

1.1

1.1

1.5

1.8

Minimum
Internal
Volume

UNF

0.625-18

0.625-18

0.625-18

0.625-18

0.625-18

0.625-18

0.750-16

Standard
Thread

Size

5 year retest required on all DOT E 10915 Luxfer cylinders.

3 year retest required on all DOT E 9634 Luxfer cylinders.
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